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Suspension: The suspension type and mountings must remain the same as that fitted by the vehicle 
manufacturer. The shock absorbers may be of any make and may be uprated from standard. Adjustable spring 
platform struts are permitted. The mounting method and position must remain as specified by the vehicle 
manufacturer. Springs are free but must retain their original location. Bushes may be changed for similar polymer 
materials, but rose-joints or similar metal joints are prohibited unless fitted as the vehicle manufacturer’s specified 
option. The fitting of spherical type joints is not permitted, except as the top mounting of a suspension strut.  
Pyrotechnic safety devices such as airbags and seatbelt pretensioners may be disconnected or removed. 
Otherwise as specified in Section S11. 
The requirements of the current MSA regulations with regards to safety provisions for Sprint and Hillclimb 
cars and requirements of Classes 1 A-E must be adhered to.  
Classes 2A to 2D 
Tyres must be from MSA list 1A or 1B of radial construction only and be Road Legal 
All cars in 2A & 2B must have a full windscreen fitted 
Exhaust systems must include a working catalytic converter on all cars manufactured after 31st December 1999. 
Otherwise as specified in Section S. 
 
All other classes as specified in Section S 
Please note that all cars must have operable reverse gear at all times (S10.8.1) 
 

3.3     Safety: 
   All competing cars and drivers must comply with all the safety requirements detailed in S10.1. of 

the 2010 MSA Yearbook.  
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